
CEILING MEDALLION INSTALLATION
(Professional installer & electrician recommended)

Purchaser assumes all responsibility for correct hanging of this product and 
should use proper tools and be sure the surface to which it is applied is 

suitable. Manufacturer accepts no liability for any damages caused by
the installation of this product. 
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CEILING MEDALLION INSTALLATION
(Professional installer & electrician recommended)

STEP 1

Purchaser assumes all responsibility for correct hanging of this product and 
should use proper tools and be sure the surface to which it is applied is 

suitable. Manufacturer accepts no liability for any damages caused by
the installation of this product. 

1. Clean the ceiling

Turn off power to the light fixture at the breaker box and remove the 
old fixture. 

Using dishwashing soap and a sponge, clean the ceiling around the 
fixture location to remove dust, dirt, and debris. If necessary, scrape 
away chipped paint or caulk from the old fixture with a putty knife.



CEILING MEDALLION INSTALLATION

(Professional installer & electrician recommended)

STEP 2

Purchaser assumes all responsibility for correct hanging of this product and 
should use proper tools and be sure the surface to which it is applied is 

suitable. Manufacturer accepts no liability for any damages caused by
the installation of this product. 

2. Dry fit the assembly

Hold the medallion in place so that it's centered over the electrical 
box. Be sure that you can access the wires and the screw holes for 
the box's hanging hardware through the hole. Enlarge the hole with 
sandpaper if necessary. 



CEILING MEDALLION INSTALLATION

(Professional installer & electrician recommended)

STEP 3

Purchaser assumes all responsibility for correct hanging of this product and 
should use proper tools and be sure the surface to which it is applied is 

suitable. Manufacturer accepts no liability for any damages caused by  
the installation of this product. 

3. Test assembly before painting

Check that the threaded bolt (the nipple), which connects the fixture 
to the hanging plate attached to the junction box (the mounting bar), 
is long enough to reach from the junction box to the fixture with the 
medallion in place. Temporarily screw the nipple into the mounting 
bar. Then hold the medallion against the ceiling while screwing the 
fixture's canopy to the nipple, making sure you can tighten it on 
securely.

Remove the medallion and paint it to match the ceiling or the trim in 
the room. Let it dry. 



CEILING MEDALLION INSTALLATION
(Professional installer & electrician recommended)

STEP 4

Purchaser assumes all responsibility for correct hanging of this product and 
should use proper tools and be sure the surface to which it is applied is 

suitable. Manufacturer accepts no liability for any damages caused by  
the installation of this product. 

4. Install the medallion

Turn the medallion facedown and, using a caulk gun, apply a bead of 
adhesive caulk over the entire back. Stick the medallion in place on 
the ceiling, centering it over the junction box.

While the adhesive is wet, screw the canopy to the nipple and tighten 
it enough to act as a clamp to hold the medallion to the ceiling. Adjust 
the medallion as necessary to be sure the canopy is perfectly 
centered. Using a drill/driver, drive two trim-head screws through the 
medallion and into the ceiling to hold it in place while the adhesive 
sets. For medallions larger than 30 inches, use more screws. Drive 
the screws in a discreet location in the medallion's pattern, and let 
them sink a little below the surface to hide them. Remove the canopy.

Fill the screw holes with a dab of caulk, and caulk around the edge of 
the medallion if there are any obvious voids between it and the 
ceiling. When the caulk is dry, touch up the screw holes with paint. 
Also touch up the ceiling if necessary. 


